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PREFACE

Thise report was prepared by Pacific-Sierxa Research Corporation
(PSR), a wholly owned subsidiary of Eaton Corpcration, for the Defense
Nuclear Agency (DNA). The work was done under contract DNA 001-85-C-
0089, and supervised by Dr. Michael J. Frankel.

In previous PSR studies, the physics of a single large area fire
has been considered. In this note, the interaction between two or
more large area fires is analyzed. Sample results illustrate the

spreading and merging that can occur in a multiple burst enviromment.

-

" 25 e da

-

-

it Sl S~ . 4 S

2

3 g

123 S0 S gt S P

L

T AR

T~

-

A

"

Accesion For F

o e &, F;..

NTIS CRA& o o

DTIC  TAB 0] o

Unannonneed 0 e

Justiticativn e ",-'

&

Dist. ibution | o

Lo - - "
(/‘ \ Availability Codes L
L N Y YO o 3
Dt l’ LpuCial i

| vl

Ay :

——- et s - - — r'

P

W

R

N

q

111 E\

K

A

Aa AY Y L 1.9 2t L1 (1 L] L1 Yy N X L1 = LY L] ] '] X (] 4 2 i 'S 'l g (1 LS 1 3 3 N LY L P T ] *:




CONVERSION TABLE

Conversion factors for U.S. Customary to metric (81) units of measurement

MULTIPLY —» BY + TO GET

TO GET .- BY - DIVIDE
angstrom 1.000 000 X E ~10 meters (m)
atmosphere (normal) 1.01325 XE 42 kilo pascal (kPa)
bar 1.000 000 X E +2 kilo pascal (kPa)
bam 1.000 000 X E -28 meter? (m?)
British thermal unit {thermochemical) 1.054 350 X E +3 Joule (J)
calorie (thermochemical) 4.184 000 joule (J)

cal (the1-moc}‘emic:1l)/cm2
curie

degree (angle)
degree Fahrenheit
electron volt

erg

erg/second

foot

foot-pound -force
gallon (U. 8. liquid)
tnch

jerk

joule/kilogram (J/kg) (radiation dose
absorbed)

kilotons

Kip (1000 1bf)
kip/inch® (ksi)
ktap

micron

mil

mile (International)

ounce

pound -forco (lps h\'gl rvupois)
pbund -1 orcg inch

pound -force /inch

pound -force /qutz

pourdd -tox‘cca/lnch2 (pst)

pound -maes (lbm uvdltdupols)
pound -mass -(ool2 {momant of inertia)

pound -muﬁ/foo13

rad (radiation doge absorbed) 4
roentgen

shake
slug
torr tmm Hg, 0* O

4.184 000 X E -2
3.700 000 XE +1
1.745329 XE -2

= (04 459.6M/1.8

1.60219 XE -19
1.000 000 X E -7
1.000 000 X E -7
3.048 000 X E -1
1. 355 818

3.785 412 XE -3
2.540 000 X E -2
1.000 000 XE +8

1. 000 000

4.183

4.448 222 X E +3
6.894 767 X E 43

1.000 000 X E «2
1 000000 X E -6
2,540 000 X E -5
1.800 344 X E +3
2.834 952 X E -2
4,448 222

1,120 848 XE -1
1.751268 X E +2
4.788026 XE <2
6. 894 157

4.635924 XE -1

4214011 XE =2

1,601 840 X E +1
1.000000 X E -2

2,879160 XE 4
1.000 000 X E -8
1.438380 X E «1
1,33322 XE -

mega jcmle/m2 (MJ/mz)
sgiga beequerel (GBq)
radian (rad)

degree kelvin (K}
joute (J)

joule (J)

watt (W)

meter (m)

joule (J)

meter® (ms)

meter (m)

joule (J)

Gray (Gy)
terajoules
newton (N}
kilo pasoal (kPa)

nawton -ngcmd/mz
(N-g/m*)

mater (m)

meter (m)

metar (m)

kilogram (kg)
newton (N)
newton-meter (N.m)
newton/meter (N/m)
kilo pascal (kPa)
kilo pascal (kPa)
kilogram (kg)

kllogn:,r,\ -mem-2
(kg m=)

kllocm,n/memr“
tkg/m9)

*sGray (Gy)
coulomb /kilogram
(Cg)

second (=)

kilogram (kg!
kilo pascal (kPa)

*The bucquere! (Bq) 18 the Sl unit of radioactivity; 1 Bq e 1 eveat/s.

**The Gray (Gy) {8 the Sl unit of absorbod radiation.
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SECTION 1
INTRODUCTION

A singlc area fire started by a nuclear weapon burst is likely to
have a well-defined boundary and 1little, if any, increase in the fire
area In the few recorded area fires, spread did not occur [Bond,
1946; Irving, 1963; and Miller, 1968]; the high-velocity fire winds
generated by the strong buoyancy of the area fires [Small and Larson,
1986] limited the outward spread. Unless the ambient wind velocity is
greater than the induced fire-wind velocity, the area fire system is
likely to be stable and not grow, There can, of course, be exceptions
due to tepography, uneven fuel loadings, or local instabilities at the
fire boundary (fingering) that could lead to changes in the
perimeter. In general, stable fronts are expected for single area
fires.

The fire-wind velocity is greatest at the fire perimeter and
decreases slowly with distance from the fire. This is for a mature
fire--one that has burned long enough to establish a far fleld. (Such
fires are more likely to occw in urban areas than in wildlands due to
the larger fuel concentrations in an urban area and correspondingly
longer burning times.) Calculations show that velocities on the order
of 1 m/s are possible at 3 to U4 fire radii, Such far-field velocities
are large erough that separa*~ area fires could interact if spaced
sufficiently close to each other,

In many urban areas, potential targets are widely spaced (in
terms of weapon radii) and multiple bursts are likely. Thus, several
area fires could develop. Initially, each area fire would burn inde-
pendently; however, as the flow fields develop, interactions leading
to changes in the fire boundary are poscible. The area fires could
marge; smaller or weaker fires migrating toward the larger or more
intense fires,

In this report, we consider the interactions of multiple laree area
fires separated by distances on the order of a fire diameter, and




determine when fire spread is probable for some simple lay downs. A
simple, analytical model of the fire plume and its effects on the
surroundings is developed. Distributions of singularities such as
sinks, sources, and vortices are then defined such that the flow field
induced by a single large area fire [Small, Remetch, - :id Brode, 1984]
is reproduced. Although basically inviscid, the model effectively
accounts for viscous effects.

Next, two or more such distributions are placed in close
proximity and the interactive influence on the ‘ire winds and the
spreading smoke plume flow fields are calcula’ ed. This simplified
model is used to approximate the interaction effects without recourse
to hydrocode solution of the three-dimensicnal unsteady Navier-Stokes
equations. We specifically study the way: in which nearby fires and
their associated flow fields can promote the spreading of an initially
circular, uniformly burning area. The present results reproduce, at
least qualitatively, the direction of changes in individual fire
boundaries due to neighboring fires.
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SECTION 2
ANALYSIS OF AN ISOLATED AREA FIRE

Large area fires, defined such that the radius of the burning
area is on the order of the atmospheric thickness [o(1o4 m)], produce
a typical flow field consisting of a ground level inflow of air, a

flame zone of radius R and height He, a buoyant plume of combustion

s s

gases and smoke moving upwards (with possible crosswind effects), air

entraizei from around the plume, and a =spreading "fountain" at the

‘I‘

.
o

plume equilibrium height H at which the blume gases are in

L

equilibrium. That pattern is obtained by relatively high resolution

o o

>
Py

calculations of the time-dependent, viscous, buoyant flow field
[Small, Remetch, and Brode, 1984]. Similar hydrocode soirutions have
shown relatively good agreement with observations and data from scale
experiments [Small, 1985] and the Flambeau tests [Nielsen, 1970].

“he flow field of an isolated fire outside of the burning zone

i )
S
- "‘N

| z%

(r > R) is modeled by a vertical distribution of horizontal planar

-

sources and sinks placed at the fire centerline, with sinks at the

- -
7,

lower parts to generate inflow and sources at the top (see Fig. 1).
That approach is consistent with the observation of Smith, Morton, and
Lzslie [1975] and Cox and Chitty [1980] of a "sink-like" inflow at
ground level, for large fires. Swirl could be easily included by
adding a vortex with vertical axis. That would not affect the sink
model at ground level--the flow remains essentially radial even if
strong swirl exists [Emmons, 19657, Moreover, we have recently shown
that a large plume is not likely to swirl [Weihs and Small, 1985].

The singularity strength is modeled by a combination of "basic"
sinks that describe the fire requirements and "entrainment® sinks that
model the added entrained (plume) flow.

The strength of the basic sinks is obtained from the energy per

unit time Qp produced by a fire of radius R. This is
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a, Axonometric description of fire and plume.

(ST o

- Typical streamline

b. Vertical section through fire center and description of
coordinates, paramaters, and model singularities.

Note: Burning zone height is greatly exaggerated to show detail.

Figure 1. Schematic representation of large area fire.

e R N e
..\.( LRI }"u\t ..... n'x“'\- AR AR \‘-*‘4‘.‘; A S T et gt N s

30N

.

;
i

i‘({&f‘(

T e

.
.

ffr"'

b

4

xr‘.

[k 9 3P 4

e

>~ *
P =

o
A oV o

.
‘

A B

- b e
s ‘e s
-
&
- 2'x

ST

e el
- - -




AT WAL M MR, MO ORI S MOVT ML WL TUMETLD LT MY MY e e SEAT W T . WAL MU a7 M et AT RN W OATTESLL MY e M T WL/ P S S 43 MM 1S MR e aa e e e wm he e o A

Q = I, - nRZHfJ, (1)

where J is the heat addition rate per unit volume. If C is the
average caloric value of the combustibles per unit mass, the mass flux

of Alr required to sustain the fire is

r-_-A.
R

.~

vy

Q
H £
A=3 & s (2)

L3 ATAM

"

where S is the air/fuel ratio.
Computations [Small, Remetch, and Brode, 1984] show that the
inflow velocity in the area surrounding the fire (the outer flow) is

o E

o

g

roughly described by an r-1 dependence, with no noticeable changes
over the first 100 m of altitude. Thus, we assume the basic sinks to

be a linear vertical distribution (of an as yet unknown height) of

AT AT

planar sinks. That implies each horizontal section is independent in
terms of the horizontal component of flow, i.e., a source or sink at a
given height only drives the flow at that height [Lamb, 1945]. The

»
o«

rr

height h is obtained from the computed ground velocities ug by ;@
N

e

-

= 2 A = 2 SQF ’ (3) g

vrugpa wrugcpa &

n\,()

I‘.i

o~

where r is the distance (r 2 R) at which ug is measured. The basic N
singularity is of strength B = A/h (in square meters per second) Eﬂ
\l

distributed over a vertical distance h. o
LY

The induced singularities are obtained by calculating the inflow ﬂﬁ

or outflow at greater heights. To estimate the entrained flow we E;
first need to model the fire plume. The large fires described here B
A ]

are unusual in the sense that the ratio of plume height to fire ?
i

diameter is 0(1) or lesa. Equilibrium of the plume is controlled by )
-eq

crosswinds or gradients {n the atmosphere, rather than by entrainment
of ambient air. Accordingly, the point source model [Turner, 1973] of
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such plumes is inapplicable. Therefore, we rely un the numerical
results which indicate that the plume necks down, causing additional
inflow which will be modeled as entrainment sinks. The factor g
describes the necking of the plume, and rR the local radius. The
speed of the basic plume (the moving cylinder) is obtained by equating
mass fluxes. Uniform ("top hat") distributions of velocity and tem-
perature across the plume can be used [Nielsen and Tao, 1965] so that

y = A5 1D (%)

e

The normalized plume mass (S + 1) includes the entrained air (fire
winds) and the mass of combustion gases. The entrained flow and
induced flow around the plume can be modeled either by the distribu-
tion of sinks and sources mentioned above or by one or mcre coplanar
vortex rings that induce ground-level inflow and plume-top outflow, :
The actual physical process is a result of entrainment and fire-

generated pressure gradients at the lower lavels, and of a plume

fountain effect at the top, but both singularity types can describe :
those outer flows with any level of accuracy by using finer and finer ﬁ
distributions. We use a combination of both, to retrieve the ground- E
level distribution of inflow (see Fig, 2) and the velocity distribu- i
tion at the plume circumference. .
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Figure 2. Radial, inflow velocity at ground level calculated for
R = 10%-m fire.
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SECTION 3
INTERACTIONS BETWEEN AREA FIRES

To examine the possible spreading of area fires, we consider the
effect of a neighboring area fire on the flow field at the perimeter.
Large area fires such as those at Hamburg, Dresden, or Hiroshima have
exhibited sharply defined bounds of the burnt area, indicating that
strong inflow fire winds limit outward spread. This implies that for
some minimum radial local inflow velocity, the fire cannot spread.
That minimum velocity V, is a function of the energy density of the
fire J, and possibly other parameters such as local curvature of the
flame front 1/R, continuity of fuel, etc. The minimum velocity Vo is
a necessary, but not sufficient limit (in mathematical terms), i.e.,
if 0 < |u] < | V5| the fire can, but does not necessarily, spread.
For positive (u > 0) velocities at the perimeter, we assume the fire
will spread.

As a result of the above arguments, it seems that the dominant
factors regulating fire spread appear at ground level, within a layer
of thickness similar to that of the fire region. As shown previously,
the flow in the bottom layer is essentially that of a two-dimensional
sink. That will now be applied to the interaction problem. Looking
first at fires that are established simultaneously, we consider two,
nonequal size fires of sink strengths By and By, respectively, where
By 2 By,

For simplicity, we define the length unit as the larger fire
radius (i.e., Ry = 1). Then Rp = b § 1; the equality sign stands for
equal-sized circular fires, The velocities induced by each of the
fires independently follow the form

B
u - ——i_ . (r
i 2w,

2 R,) , (5)
i i i

where ry represents the radial distance from the respective fire
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center. Thus, the speed at a point P on the perimeter of the smaller ﬂ
fire on the line connecting the centers (see Fig. 3) is g
N
i
hY
B B
U = e - 2 (6)

2n(dD - b) 2m '’

where D is the distance between fire centers, normalized by R. When
up 2 0 the smaller fire tends to spread toward the larger fire., That
process is self-amplifying. The cutward velocity of the moving area
fire is larger because it is closer to the "dominant" fire. For the

limiting case (up =0),

i SAEa ) et g v e - et LN SO ILICT. . | ol g

1 _.D-b 0D
5, === =51 (7

5
Dm =[b1 +B—;], (8)

where

¥
W
q
A
q
[

X

/8 S

(32“"’ 21| . (9) F

§

When the fires are initially of equal strength (By = Bp) Dy = 2, the ?
fires merge only if initially touching. For all other cases, there is %
a finite distance over which the fires tend to combine. The result g
depends on the fire-induced winds only. Ambient winds may, of course, ;i
affect the possibility of outward spread. .
A rough estimate can be determined of the distance Dy, as a g
funcoion of the ratio of fire sizes, we assume both fires to burn §

i
‘'

similar terrain or urban area, so that the energy addition J and flame
height He are equal for both. Then, the sink strength B from Eqs. (1)

P

and (3) 1is proportional to the radius squared, i.e.,
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a. Area fires of similar size and strength.

Py

b. Area fires with large difference in
size and strength.

Note: Shaded areas indicate spreading zone.

Figure 3.

Possible spread patterns for simultaneously burning
fires,
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'
or from Eq. (9), 3
¥
D =b+ 2 (1) é
m b e
4
The limit b=—>0 implies that a point fire would spread an infinite gt
S:.A.

distance since the large fire serves as an external wind driving the

&

small fire, For the quasi-steady model to be relevant, the speed
induced at point P (Fig. 3) should at least be larger than the local
turbulent fluctuations (ambient wind or fire generated). Such
velocity fluctuations are a higher fraction of the inflow speed, the
amaller the fire, Thus, we assume that b should be greater than 0.1. f
The changes in area burned due to multiple fire interactions can

be obtained by comparing areas for the two fires separately (m + b2)

and the area included between them (see Fig. 3a). The ratio is

2 A

2D, bt o+ b) '
2 1 D1 +D

F1 = > =3 + 1-r 5 (12) (-’:1
w1 + 1) 1 +b by
and, using Eq. (11) gf
F 1o (13) td
172 w 3 ﬁﬁ

ot

¥

f‘:"
i

-

That can be seen as an upper bound for the interaction, accurate when

b =1,
When the ratio of initial fire radii is small, a different flow
pattern can develop. The inflow toward the larger fire is radial with

AL - 5

respect to its center and when the secondary fire is much smaller, a
narrowing spread area develops (Fig. 3b). That area is approximately
BD - w (tan™! b/D) (when b < 0.5) so that the ratio of the merging
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system to the initial area fires is

AT % Ty T N MO T LY "

i
N
h
I
EE— bD + w(1 - tan! 9) 5
2 D
- , : (14) g
w1 + b)) 5
]
The approximatibn results from neglecting parts of the smaller fire §
circle. The approximation is best for small b, and in Fig. 4, F» %
describes the limit for b << 1. Substituting Eq. (11) into Eq. (14) %
we obtain o

bR

r

LT

=1 b2

(g+1)b2+1+n1—tan >
F, = : b (15)
(1 + b))

;.u':}“;‘}.)hvu:;-’l

where F> tends to a finite limit (s 1.32) for b = 0 (see Fig. 4). The
actual area ratio will probably fall between the curves Fy (for b = 1)
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Figure 4. Ratio of total system fire area to sum of initial area
fires F, as function of ratio of individual fire radii.
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and F» for (b—0). Thus, an increase of up to 50 percent in area
burned due to the interaction is possible for fires with a size ratio
of approximately 3, separated by = 3.5 large fire radii (shown
schematically in Fig. 3a-b).

The resuits shown in Fig. 4 consider the merging of area fires
when a net nonzero velocity is established between them, This is
spread in the wind direction by the weaker fire; one area fire is
stationary. Fires can also spread against the wind when the fire-
induced speed is less than some minimum V,. That velocity is a func-
tion of the fire shape and strength. The strength influences the
updraft and entrainment at the perimeter, which in turn can sweep up
fire brands and drop them beyond the fire area. The mechanisms deter-
mining a minimum value for V, are not well established. We thus vary
V, parametrically and examine the area fire interactions. The inflow
velocity us at the perimeter of an isolated fire of radius Rp = bRy is
assumed related to V, by Kup, Therefore, from Eq. (5)

Fran Eq. (6), with V4 = up, We obtain, after some manipulation,

1 (k+ 1ed
m (K 1) ’

which reduces to Eq., (11) when K = 0, as expected. Essentially, a
finite value of V, does not result in any qualitative changes The
range over which interactions are possible is increased and similarly,
the spread area is increased (see Fig. 5).

Since area fires have a 1ife span limited by the amount of com-
bustibles available, there is a different limitation on the increase

14
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of burn area. The larger fire, assumed fixed in size*, will have an
approximate lifetime of

T, = T4 (18)

which is the time required to bturn all the combustible material in the
fire area.

The spread rate of the fire at any location is at most ap-
proximately equal to the airspeed at that location. On the line
connecting the fire centers, which is the line of fastest spread, the
speed is, from Eq. (5)

B B,
u = 5or - 2—-—-—“(1} mpr (19)

WA ALy e W W » ee——— e =~ = =

For a rough estimate of the time required for the fires to merge, one
integrates Eq. (19) as

T e a AT A

2m r(D - r) a (20) N

0 "

where r = r(t) such that r(0) = D - b, The result is only anproximate s
since the shape of the merging fires--especially that of the smaller g
fire--is no longer circular. The induced velocities can no longer be S
modeled by simple sinks., A numerical marching procedure that adjusts E
the sink distribution to acoount for changing (e.g., elliptical} fire Q
areas can be used. When £ 2D - b - 1, where the large fire initial !

-x
2

"Actually, once the initially smaller fire has grown, and {f

the initial ratio b was close to unity, {t might become the dominant
fire and attract the other. This does nut change the results shown
in Figs. 4 and 5.
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radius is unity, the results illustrated in Figs. 4 and 5 are

TaTHM Y e

"

obtained. Otherwise, only partial covering of the areas shown in
Fig. 3 is achieved, As the initial areas burn out, the intermediate

area continues to spread.
In the case of more than two fires burning simultaneously, the

TR T T,

point or points at which the velocity on the perimeter changes direc-

tion is not known a priori, as it depends on the two-dimensional

rositions of the flames, as well as their strength. The velocity at
any point can be estimated by considering the following superposition

PSS o

of singularities

oI S D

¥
u = B‘ + 82 + B3 + + ———----——-Bn
21rr‘1 2n{r - 82) 2r(r ~ S3) 2n(r - Sn)
n Bn
E 2n(r - Si) ’ (21)
i=1

where r is the distance from the point in question to the center of
g the fire designated as the "first" fire, The choice is arbitrary and

can be made by size or geographical location.
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SECTION 4 -
RESULTS

In this section, we apply the singularity theory to several com-
binations of area fires and calculate the interactions. A 10-km
radius fire serves as a basis for obtaining parameters for a single
area fire first, and then for determining multiple area fire interac-
tions (see Sec. 2).

We first consider whether the flow field defined by the calcula-
tions can be assumed quasi-steady. Computed ground level flows are
10 m/s at the fire perimeter (Fig. 2) and decay roughly as r~1 with
distance from the fire center. Thus, far-field inflow speeds
of 0(1 m/s) are expected, and for distances of o(104 m), time scales
of 104 s are obtained.

The fire [calculated by Small, Remetch, and Brode (1984)] is
assumed to burn in an area with fuel loading between that of the
average urban-suburban combustible load of 40 kg/m2 [(National Academy
of Sciences, 1985] and a city such as Hamburg for which the load was
estimated at 157 kg/m [Carrier, Fendell, and Feldman, 1985]. The
caloric equivalent of those combustibles is 1.86 « 107 J/kg 8o that
the total heat released from the fire per square meter is between
7.44 « 108 and 29.2 « 108 y/m2. The averaged heat addition rate was

"R Y AL T X _AEREE T B K S o o BOER A - B B M P T B A A e . e —

1 kW/m3 over a height of 100 m so that each square meter of surface S
area accounts for 100 kW/m2, Thus, the fire duration is at most from :
0.744 to 2,92 « 104 s, 1.e,, between 2.07 and 8.1 h, depending on the i
typs of area burned. The fire duration is of the rame order of mag- ﬁ
nitude as the characteristic times so that a steady flow is not fully ?
established. Nevertheless, "persistent" (i.e., quasi-steady, slowly 8

N

changing) patterns appear after ~ 3000 s. Also, the large size of the

aggregate fire, which is actually composed of a multitude of smaller

S

" %

fires is assumed to cause averaging of locally periodic buoyant ef-

fects [Turner, 1983). As a result, the velocity field exterior to the K

"!

fire behaves approximately iike a steady flow. d
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Figure 2 shows the radial inflow calculated at 60 and 90 min
after fire initiation, To determine the basic sink distribution
strength, we use Egs. (1) through (3), to calculate the mass and thus
the sink strength. For R = 104 m, He = 102 m, J = 1 kW/m3, and
C=1.86 « 107 J/kg, Q = 3.14 « 1013 J/s and & = 2.53 + 107 kg/s.
Taking the values of the radial inflow at 3600 and 4800 s after the
fire start, and an incoming air density of p = 1.2 kg/m3, the equiv-

s

P

r
PR

fe

ey
e

alent sink height is h = 30 m. That value describes the region where

<
S

u is proportional to r‘1, and separates the effects of the basic sink
distribution from those of the secondary vortices (which appear as a
"hump" in the velocity distribution shown in Fig. 2). This hump is
the footprint of a concentrated vortex ring that is moving radially
outward as time progresses. The biggest increment is observed

directly below the vortex ring "core," falling off as r~1 cos 8, where
0 is the angle between the vertical and the line connecting each point

and the vortex core., In keeping with our model of superposed sin-
gularities, the vortex strength is calculated separately below.

S,

The sink height (h = 30 m) necessary to provide the air required
for the fire is three times less than the 100 m burning zone height,
and within the zone over which the inflow velocity does not change
with height, The result is consistent with the assumption of a
uniform basic sink strength, The sink strength B per unit height, is
B = 8.43 » 10% m2/s, Thus, the fire has more than 300 percent excess

=

2y
]

4

ey
e e

t ol 2 |
[P
Ay

ailr, so that burning can be unhampered and complete at a height of
100 m.,

An alternate estimate of the sink strength can be obtained by
kinematic means [Eq. (3)], directly from the velocity curves
(outside the fire) of Fig., 2. For an elapsed time of 3600 s,

B =6.94 ¢« 10% me/s (i.e., within 18 percent), and at t = 4500 s,

Pt I o o

o~

2 &

B

P

7

5.26 + 10% m2/s. Some of the discrepancy might result from our by
neglect of unsteady effects such as growth and movements of annular !!
vortices. For times shorter than 1 h, however, the starting transient :;:
dominates, External speeds of < 15 m/s were calculated so that at 1 h %i

%

the effect of the fire has only reached < 5 - 104 m. This can be
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clearly seen in the plot of Uj versus r for t = 2700 where the effects
. of the fire have oniy reached = 4§ « 104 m (see Fig. 6). 1In any case, ;
agreement between the two independent estimates is encouraging. :
The flow around the basic sink i4 now separated into induced ;
sinks and a vortex. The sink districution above the fire is again S
obtained by plotting the horizontal inflow, this time at various
heights. For the range 0 to 3000 m, the horizontal velocity exhibits
an r-1 dependence on r > 10% m. The results are given in Fig. 7.
The vortex models the turning of lower-level inflow into upper-
layer spreading. It is essentially a vortex ring of radius = 18 km at
60 min and = 36 km at 90 min, at a height of = 3 km., The vortex

e e e pEer o & g o A = =

-

-

height is approximately halfway between the ground and the major
‘. outflow layer, with additional less well-defined vortex-like struc-
' tures above it. Thus, the vortex ring can be modeled as being con-

strained between two horizontal planes. This, in turn, is mathemati-

. Y —r -

cally equivalent to having an infinite row of image vortex rings of

alternating direction of rotation with a common axis, equally spaced
vertically at about 6 km. The vortices included in the infinite row
are essentially reflections of the original ring in the two constrain-
ing plumes. The velocity induced by the vortex on the ground is used
to establish the vortex strength (see Appendix A).

The vortex strength at 3600 s is ' = 1600 m2/s and its contribu-
tion to the velocity field is, at most about 12 percent of the ground
velocity. Figure 8 illustrates the ground-level inflow velocity
variations from the sink-flow pattern, clearly pinpointing both the
vortex (the peak) and the fire edge effect. The outer flow is incom-
pressible, so that the increment in ground-level velocity results from

mass coming from above while moving in and moving back upwards at

P el el il ofev GRS NEiatt Dwar b W PN

.

radial distances less than the instantaneous vortex position. The

N
difference between the calculated ground flow and sink flow at 4800 s E
is that the vortex has moved out to - 36 km and another vortex is g
forming at 15 to 16 km from the fire center (still relatively weak). ﬂ
The strength of the original vortex is unchanged (its height is con- 3
stant and the maximal induced velocity has changed by less than a
3
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5 percent to slightly above 0.8 m/s). The center of vortielty is moring
radially outward at an average speed of 10 w/s during the period 3600

to 4800 s after inception (an indication of the growth of the cloud of
combustion products near the tropopause).

Figure 9a illustrates the ground-level flow field generated by a
configuration of three fires all burning an area of uniform combus-
tible density. The strength (mass burned per unit time) of the two

. smaller fires (Nos. 2 and 3) is 36 percent of the larger fire (propor-
£ tional to the radii ratio squared). The streamlines between fires 1
and 2, and 1 and 3, respectively, are similar, and suggest a burn
pattern such as sketeched in Fig. 3. In contrast, Fig. 9b illustrates
a case in which fire 2 is attracted to fire 1, but fire 3 is not
attracted to fire 1, Thus a burning corridor is established only
between fires 1 and 2. That illustrates the effect of intensity on
merging of area fires,

Y Figures 9c¢-d show a different placement of the three bursts (and

fires) described in Figs. 9a-b, In Fig. 9d, fire 3 burns a similar
size area but with twice the combustible locading. Fire 2 is attracted

to fire 3 and not to the larger fire 1. Those results illustrate the

influence of parameters such as fire areas, relative positions, and

fire strengths on the stability of an area fire or system of area
fires, The configuration shown in Fig. 9a leads to a superfire encom-
passing all the initial fires. Alternatively, three fires (Fig. 9c¢)

similar in size to those in Fig. 9a, remain separate. In those cases,

s

-

the relative positions determine whether the fires merge. The com-
parisons of both Figs, 9a-b and Figs. 9c¢-d illustrate the influence of
area fire intensity or strength., A heavier fuel loading in one dis-

e e wmar e L

trict may cause merging. Similarly, different burst times may lead to
merging due to unequal (at least initially) burn rates. Those results

suggest that multiburst optimization procedures can be applied to

(R L fe = du Bk &

maximize or minimize the burned area.
It should be menticned that the calculations shown in Figs. 9a-d

are instantaneous pictures of each fire flow field. After two or
more fires have produced burning corridors or merged, the total sink

.
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a. All area fires merge.
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(equal combustible quantity per unit area).
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Figure 9. Ground level flow-field streamlines for three fires in
proximity (Continued).
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Burst X-center Y-center Radius Strength
1 0.00 0.00 1.00 1.00
2 2.00 0.00 0.58 0.33
3 2.00 -1.50 0.58 0.33

¢. All area fires remain separate.

Note: Fires 2 and 3 have radii 60 percent that of fire 1, and all burn in a
uniform area (equal combustible quantity per unit area).

Figure 9. Ground level flow-field streamlines for three fires in

proximity (Continued).
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strength changes, which can result in a change in the flow (stream-
line) pattern and thus the burning pattern. An integration procedure
can be devised to account for the quasi-steady changes in the fire
sizes and shapes.

All the above calculations assume V, = 0. A rough estimate of
the maximum inflow velocity V, which a fire can overcome and spread
upwind, can be drawn by using the criteria suggested in Glasstone and
Dolan [1977]. The best current estimate requires a wind of less than
8 mph. That translates to less than 3.6 m/s or K < 0.28, i.e., within

the parameter range given in Fig. 5.
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SECTION 5
CONCLUSIONS

Hydrodynamic considerations show that large area fires can inter-
act when in proximity. Single large area fires are usually charac-
terized by a fixed position and a quasi-steady radial inflow of
ground-level air. The flow field inhibits spreading in a solitary
fire, but when two or more unequal fires are within a few radii of
«i.ch other, the larger or more intense fire can "attract" smaller or
weaker fires, causing (for two fires) an increase of up to 50 percent
in total burned area. That effect is greatest when the ratio of five
sizes is about 3, or when they are ~ 3 large fire radii apart. That
interaction can be multiplied if more than one small fire is near a
large fire. Similar interactions occur for fires of equal size, but
with different burning ratios (combustible loads).

Our conclusions hold for simultaneously burning fires, Different
merge criteria apply for fires starting to burn in the vicinity of an
established large area fire. Preliminary considerations suggest that
the configurations similar to those illustrated in Fig. 3b will be
obtained, with much larger separations still leading to fire
coalescence., Such time-dependent effects, as well as area fire con-
figurations representative of lay downs in actual urban areas wilil be
considered in a future PSR study.
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APPENDIX A
CALCULATION OF VORTEX STRENGTH

Pk, ih <nNes S Y gov gm i) o SIE R SN

The strength of the vortex used to model the flow outside of the
fire plume is obtained by an inverse technique using the velocity
induced at the ground. The stream function describing flow cutside of

an isolate” vortex ring is [Lamb, 1932]

r
b= g ey v r)F (0 - B0, (22)

R 6l SR N ol s 1 O P,

where rq and ro are the least and greatest distances fram the point in

question to elements of the ring, X = rp - ry(rp + ry), and Fy and E;
are the complete elliptic integrals of the first and second kind,
respectively. Equation (22) may now be used as a basis for generating
the velocity due to the infinite column of image vortices by
summation. The radial velocity at the ground is obtained as the

derivative

s

S

A great simplification in the calculation is made by assuming
that the flow field directly beneath the ring vortex is a rectilinear
vortex. That assumption introduces only small inaccuracies, as the
radius of the ring vortex (~ 15 to 30 km) i{s much greater than the
vertical distance of the point in question ~ 3 km (directly beneath
one element) and the error is proportional to the inverse of the
r.uio. The simplified calculation is presented here to describe the

process used for the ring vortices.
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The complex potential of a single line vortex at point (0, ia) is
-irfn(z - ia) where z is the complex variable z = x + iy. The images
appear as vortices of opposite sign at (0, - ia + 4 na) and of the
same sign at (0, ia + U4 na) where n goes from -» to +» so that the

complex potential is

o

W= - :E: [ir n(z - ia - 4na) - iT n(z + ia - 4na)l ,

N=—®

= =iT %n sin h T& - gn sin n K2 2ia) ’
ba Ua

sin h ﬁg
= = . 24
irfin sin h w{z - 2ia) (24)
4a
The velocity induced directly beneath the vortex center is
-
N o p—
a+ lna 3a+ kna)’
n=0
. 2r [CIPLN
:E: 2n + 1 ’
n=0
T'w
"% (25)

The induced velocity is 57 percent higher than for a single vortex.
That factor can Lo alternatively understood as resulting from “squeez-
ing" the flow by constraining it to move parallel to the ground. The
greatest velocity increment is about 0.84 m/s (Fig. 8) so that for the
height of a » 3000 m, we obtain T = 1600 mé/s [Eq. (25)].
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- APPENDIX B
LIST OF SYMBOLS

<

—rx
N‘:’"'i'

-

A = air mass inflow rate [MT~2] %
B = sink strength per unit length [M/LT] <;\
b = ratio of radii of small fire to large fire I%
C = average caloric value of combustibles [L2T'2] tﬂs
D = maximum distance for definite spreading [L] ?t
Dy = maximum distance for definite spreading [L] %%
F = defined in Eq. (13) R

&

h = height of basic sink distribution; simulating air
inflow [L]

H = plume final height (L]
He = flame zone height [L]

J = heat addition ratio per unit time and volume [ML~1T~3]

K = defined by Eq. (15)

m = combustible mass per unit area burned [ML™2]

Qr = total energy converted per unit time, by fire, [ML2T™3]

W

Pl ote 0 T JUES S
e o e,

1"-’ ;.,
T ;

r = radial coordinate [L] :%:

R = flame zone radius (L] o

\'."‘A

S = air/fuel ratio of fire (0] b—

i";

t = time b

u = radial speed e

Uy = radial speed at ground level {L/T] és
up = velocity at point p [see Eq. (6)] [L/T] hﬁ
riy

R

-,
+

Ve = flame zone volume [L3]
Zz = vertical coordinate [L]
§ = angular coordinate

vt = fire lifetime
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